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Important!
Please read these instructions carefully before beginning to assemble this display. Save these instructions  
for future reference. It is recommended that the assembly be performed by two persons. 
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Limited Warranty

Poly-Tex, Inc. warrants its products to be free from defects in material and workmanship for a period of 
(1) year from date of invoice. This warranty is provided to the original purchaser of the product and is 
not transferable. Poly-Tex does not warrant parts not manufactured by Poly-Tex, but does assign any 
transferable manufacturer or supplier warranties. Should any defect be found, full repair of replacement 
will be rendered to the customer at no cost following inspection by a Poly-Tex representative and the 
return of the defective product to our Castle Rock, MN factory. Expenses for removal or reinstallation of 
defective products will not be covered by the warranty. The sale of custom projects are final and are not 
eligible for refund.
 
POLY-TEX SHALL NOT BE HELD RESPONSIBLE FOR ANY SPECIAL OR CONSEQUENTIAL DAMAGES, 
OR FOR ANY DELAY IN PERFORMANCE OF THIS WARRANTY BEYOND OUR CONTROL. THIS WAR-
RANTY IS EXCLUSIVE AND IN LIEU OF ALL OTHER WARRANTIES WHETHER IMPLIED, WRITTEN, OR 
ORAL INCLUDING THE WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR 
PURPOSE.
 
ADDITIONALLY, THERE IS NO GUARANTEE OF THE LOAD CAPACITY OF THE STRUCTURE FOR 
SNOW, WIND, SEISMIC, OR OTHER LOADS UNLESS BUYER HAS RECEIVED CERTIFIED ENGINEER-
ING DRAWINGS WITH THE STRUCTURE AND POLY-TEX, INC DOES NOT WARRANT THAT FRAME 
WILL COMPLY WITH LOCAL OR STATE BUILDING CODES IN BUYERS LOCATION.

This warranty does not cover damage from customer abuse, misuse, improper installation, customer modi-
fications, customer negligence in preforming normal maintenance, damage resulting from acts of nature.

Poly-Tex, Inc.
PO Box 458 • 27725 Danville Ave. • Castle Rock, MN 55010

( 800) 852-3443 • www.poly-tex.com
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Safety Guidelines
Do not climb, sit on or use this product as a ladder. 
Injuries may occur.

Do not place or install electrical items on tis product. 
Wet conditions are typical and electrical shock may 
occur.

Do not place this product on a slope that exceeds 
3 degrees.

Do not attempt to move this display after product is in 
place. Damage to the display and injuries may occur.

Care & Maintenance
To remove loose soil and debris, simply spray  
the soiled areas with water from a garden hose. 

Prior to extended storage, all surfaces of this product 
should be sprayed down with water and allowed  
to dry completely. 
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Main Components & Hardware

FK1000 – Bench Top w/Exp. 1'-6" X 6'
Quantity 2  

FK1001 – Bench Top w/Exp. 28-1/2" X 6'
Quantity 1  

PX1100 – X-Stabilizer 6'  
Quantity  4

PX1006
Bench Frame Double Step

Quantity 2

NB1996 
Snapper Pin ¼" X 1-¾" 

Quantity 2
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Note: Bend on X-Stabilizer #2 
should face up

X-Stabilizer #2

Detail 3
Detail 4

It is recommended 
that two people per-
form the assembly 
of this unit. 

Assembling the End Frames  

1.  �With the Left End Frame in an upright position, place 
one end of X-Stabilizer #1 onto the lower pin of the 
Left End Frame. See Detail 1. Note that the "bend" in 
the X-Stabilizer #1 is facing down.

2.  �Now place the other end of X-Stabilizer #1  onto  
the upper pin on the Right End Frame.  
See Detail 2. 
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1.  �Place one end of X-Stabilizer #2 onto the upper  
pin on the Left End Frame. See Detail 3.  
Note that the "bend in X-Stabilizer #2  
is facing up.

2.  �Now place the other end of X-Stabilizer #2 onto the 
lower pin on the Right End Frame. See Detail 4. A B C D E F G H I J K

Left End Frame

Right End Frame

Note: Bend on X-Stabilizer #1
should face down

Detail 1

X-Stabilizer #1

Pin

Detail 2
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Assembling the End Frames 

1.  �Rotate the X-Stabilizer #2 90° counterclockwise to 
"lock" X-Stabilizer #2 in place against the face of 
each End Frame. See Detail 5. 

Note that both ends of X-Stabilizer #2  
are now flat against each End Frame. A B C D E F G H I J K

A B C D E F G H I J K
1.  �Next, rotate X-Stabilizer #1 90° counterclockwise  

to "lock" X-Stabilizer #1 in place against the face  
of each End Frame. See Detail 6.	

2.  �Open the Snapper Pins and install through the  
center holes in both sets of X-Stabilizers. Be sure  
to secure the Snapper Pin. See Detail 7.

Detail 5

X-Stabilizer #2

Detail 6

 X-Stabilizer #1

Snapper Pin

Detail 7
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Adding the Additional X-Stabilizers 

Adding the Bench Tops 

1.  �Install the additional set of X-Stabilizers repeating  
all the same steps as shown on pages 3–4.A B C D E F G H I J K

1.  �Place the upper Bench Top making sure that  
each side fits snugly over the End Frame on  
both sides. See below.	

2.  �The lower Bench Tops must fit under the tabs  
on each side of the End Frames.  
See Tab Detail below. 

A B C D E F G H I J K
Tab

Tab Detail
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Assembling Connecting Runs 

Units can be ganged together to create connecting runs. The 
X-Stabilizers of the adjacent unit are connected to the pins 
on the common end frame of the main unit. The additional 
bench components can be added to either side of the main 

unit. The illustration below shows how only three End Frames 
are required  to create a 12' connected run.

Shelf overlap

Left End Frame 

Common End Frame 

Right End Frame 

X-Stabilizers from each unit 
are connected to same pins 
on the common End Frame. 


